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As the official organ of the German Asphalt 
Pavement Association (DAV) and its regional 
offices as well as the German Asphalt Institute 
(DAI), the trade magazine “asphalt” repre-
sents the interests of the asphalt manufactu-
ring and processing industry as well as related 
sectors. The companies organised in the DAV 
and DAI regularly receive the journal as part 
of their membership at no extra cost. In additi-
on, the “asphalt” is subscribed to by other 
companies and service providers from the 
construction and asphalt sectors, such as road 
construction companies, testing laboratories, 
research institutes and universities. Last but 
not least, road engineering authorities and 

engineering firms are also among the readers 
of the journal.
As a media partner of the European Asphalt 
Pavement Association (EAPA) the “asphalt” 
reports on European standardisation and re-
gulations from Brussels and its impact on the 
national market.
The “asphalt” prioritises such main topics as 
practical technical articles, reports and artic-
les in the fields of:
¡  Economic developments and policies that 

affect the asphalt industry
¡   Developments and trends in transport policy
¡  New installation procedures
¡  Innovations in machine technology

¡  Recycle and reuse
¡  Noise reduction
¡  Interesting construction projects
¡  New regulations for the asphalt industry
¡  From the asphalt mixing plant
¡  News from the testing laboratory
¡  Occupational health and safety
Comprehensive reporting on research and de-
velopment, companies, associations, instituti-
ons and individuals, as well as literature and 
events.

Brief outline

Trade journal for the production and installation of asphalt

Official organ of:

www.asphalt.de

News of the European 
 Asphalt Association 

(E.A.P.A.) www.EAPA.org
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Publisher/Publishing House

Main Editorial Office
Deutscher Asphaltverband  
(DAV) e.V. 
Ennemoserstraße 10 
53119 Bonn 
Fon +49 228 / 9 79 65-0 
dav@asphalt.de 
www.asphalt.de

Publisher
German Asphalt Association (DAV) 
Ennemoserstrasse 10 
53119 Bonn 
Fon +49 228 97965-0 
dav@asphalt.de 
www.asphalt.de

Publishing House
Stein-Verlag Baden-Baden GmbH 
Josef-Herrmann-Strasse 1-3 
76473 Iffezheim 
Fon +49 7229 606-0 
info@stein-verlagGmbH.de 
www.stein-verlagGmbH.de

Publishing Director
Dominik Rese 
Dr.-Ing. Friedhelm Rese

Volume/year
17. Volume 2025

Production/Layout
Christoph Lipiec 
Fon +49 7229 606-23 
christoph.lipiec@stein-verlagGmbH.de

Editor-in-Chief
Bernd Hinrichs 
B_I MEDIEN GmbH 
Faluner Weg 33 
24109 Kiel 
Fon +49 431 53592 50 
hinrichs@asphalt.de 
www.asphalt.de

Ad Sales
Grimm Kommunikation 
Susanne Grimm-Fasching 
Fon +49 8364 986079 
Mobile +49 162 9094328 
susanne.grimm@stein-verlagGmbH.de

Technical Production
W. Kohlhammer Druckerei GmbH + Co. KG, 
Stuttgart

Advertising Coordination
Fatima Yassine
Fon +49 7229 60627
fatima.yassine@stein-verlagGmbH.de

Sales Coordination
Fatima Yassine
Fon +49 7229 60627
fatima.yassine@stein-verlagGmbH.de

Subscription Price
Price per single issue € 20.95
(excl. shipping costs and statutory VAT)
Annual subscription domestic  € 129.00
(incl. shipping costs, excl. statutory VAT)
Annual subscription abroad: € 139.00
(including shipping costs)

Students receive a 50% discount on the net 
newspaper price when they present their en-
rolment certificate. Members of the German 
Asphalt Association (DAV) receive the maga-
zine as a member subscription. The subscrip-
tion price is included in the membership fee.

Frequency
8 issues in 2024:
1 (February), 2 (March), 3 (May), 4 (June),  
5 (July), 6 (August),7 (September), 8 (December)

Publication Schedule
See dates and topics

Circulation Analysis 2024
Print run  5.900

Contributions identified with the author‘s 
name are not necessarily the opinion of the 
editors. The editorial staff assumes no liability 
for unsolicited manuscripts sent in. It express-
ly reserves the right to edit submitted manu-
scripts and letters to the editor. Reproduction, 
in whole or in part, is only allowed with the per-
mission of the publisher.

All rights © Stein-Verlag Baden- 
Baden GmbH, Iffezheim 
2024 (Volume 59)
ISSN 0945-6228
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Topics and Schedule 2025

Edition Publication 
date

Copy  
deadline

Material 
deadline Key topics Events

1 24/2/2025 17/1/2025 21/1/2025

¡ Preview Asphalt Seminar Willingen
¡ Reuse of Asphalt
¡ New Asphalt Technologies
¡ Market Report Mini Dumpers

DAV/DAI Asphalt Seminar in 
Willingen (March 17–19)

2 28/3/2025 19/2/2025 21/2/2025

¡ Review Asphalt Seminar Willingen
¡ Preview bauma
¡ New Asphalt Technologies
¡ Noise Reduction

Bauma Trade Fair Edition 
(April 7–13)

3 12/5/2025 4/4/2025 7/4/2025

¡ Preview FGSV Asphalt Road Conference
¡ Reuse of Asphalt
¡ Electric Drives in Construction Machinery
¡ Quality in Road Construction

FGSV Asphalt Road  
Conference (May 21–22)

4 16/6/2025 9/5/2025 13/5/2025

¡ Review FGSV Asphalt Road Conference
¡ Asphalt Pavers
¡ Electric Drives in Construction Machinery
¡ Joints/Seams/Connections
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Topics and Schedule 2025

Edition Publication 
date

Copy  
deadline

Material 
deadline Key topics Events

5 21/7/2025 13/6/2025 17/6/2025
¡ Reuse of Asphalt
¡ Rollers
¡ Municipal Road Construction

6 22/8/2025 16/7/2025 18/7/2025

¡ Preview NordBau
¡ Market Report Compact Rollers
¡ Storage/Halls
¡ PPE/Protective Clothing

NordBau Edition  
(Date not yet set –  

usually early September)

7 29/9/2025 25/8/2025 27/8/2025

¡ Preview TiefbauLive
¡ Review NordBau
¡ Temperature Reduction
¡ Noise Reduction

TiefbauLive Trade Fair  
Edition (October 9–11)

8 1/12/2025 27/10/2025 28/10/2025

¡ Review TiefbauLive
¡ Asphalt Pavers
¡ Rollers
¡ “Profiles for Professionals” – Suppliers 
      Introduce Themselves
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Shopping guide – who offers what?Forms of advertising/Prices/PRINT

Classifieds: Type area 184 x 244 mm 
per millimeter height € 3,55 (1 column,  58 mm width)
per millimeter height € 6,55 (2 column,  90 mm width)
per millimeter height € 9,55 (4 column, 184 mm width)
Box fee: € 9,35
Profiles for Professionals: Profiles for Professionals: In a separate section of the year-end 
issue, we will publish information about your company, services, and products.  
Format: Full page according to publisher’s standard . . . . . . . . . . . . . . . . . . . . . . . . . . Price: € 1.430
Special advertising formats: on request at susanne.grimm@stein-verlagGmbH.de
Discounts for purchase within 12 months (insertion year))
Frequency discount   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .Volume discount
3 or more ads  5 % . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .from 1 page   5 %
5 or more ads 10 % . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .from 2 pages 10 %
6 or more ads 15 % . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .from 5 pages 15 %
Bound inserts: Quantity 5.900, format 210 x 297 mm
(Head trim: 5 mm, foot trim: 13 mm, bleed left and right: 3 mm each)
Single Sheet (2 pages) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .€ 3.320
Double sheet (4pages)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . € 5.540
More pages on request
Inserts: loosely inserted, maximum size 200 x 290 mm, 25 g unit weight,  
per 1.000 copies  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . € 330
Heavier inserts on request.
Delivery quantity: 5.900 copies
Maximum size: 200 mm wide x 290 mm high
Shipping address of loose or bound inserts (with delivery note): 
W. Kohlhammer Druckerei GmbH + Co. KG,  
Augsburger Straße 722, 70329 Stuttgart 

Your shopping guide for asphalt pro- 
duction and the installation of asphalt 
is divided into the following categories: 

New categories:
¡  Building materials
¡  Production
¡  nstallation
¡  Components
¡  Energy Technology
¡  Measuring technology
¡  Test
¡  Wear and accessories
¡  Controls & automation
¡  EDP ELECTRONIC DATA PROCESSING
¡  Services

Complete package price
Each issue of asphalt print and online  
at only € 470 per year, minimum  
subscription term of 1 year, billing mode  
remains.

Invoice pro rata in the first year, then 
at the beginning of the year, not  
discountable, no agency commission, 

Price plus total VAT
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Advertising rate card 11, valid from 1/1/2025

Format Orientation Width x height in mm B&W in € 4-colour in €, 
Euroscale

Type area In the bleed (*)  
format + 3mm  
trim around

1/1 page portrait 184 x 244 210 x 297 3.415,– 5.120,–

2/3 page
portrait 120 x 244 132 x 297

2.485,– 3.730,–
landscape 184 x 164 210 x 182

1/2 page
portrait  90 x 244 102 x 297

1.825,– 2.745,–landscape 184 x 122 210 x 142

Junior page high 120 x 180 134 x 200

1/3 page
portrait  58 x 244  70 x 297

1.255,– 1.895,–
landscape 184 x 80 210 x 100

1/4 page

2 columns  90 x 122 102 x 142

970,– 1.455,–landscape 184 x 60 210 x 80 

Sandwich 184 x 60 210 x 60 
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Advertising rate card 11, valid from 1/1/2025

Alle Preise zuzüglich der gesetzlchen Mehrwertsteuer | Allgemeine Geschäftsbedingungen siehe Seite 16

Format Orientation Width x height in mm B&W in € 4-colour in €, 
Euroscale

Type area In the bleed (*) 
format + 3mm  
trim around

1/8 page

portrait  43 x 120 –

515,– 770,–landscape 184 x 29 210 x 50 

2 columns  90 x 60 –

Cover page – 210 x 232 - 7.730,–

2nd / 3rd / 4th 
Cover page – 210 x 297 – 6.460,–

U format measurements  
on request 5.130,–

L format measurements  
on request 3.720,–

(*) IMPORTANT
•  For bleed ads, add a 3 mm bleed all around.
•  Extend photos and color areas into the bleed.

All prices plus statutory VAT | General Terms and Conditions see page 18
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Forms of advertising

•in type area: 120 x 244 mm 
• in bleed:  132 x 297 mm 
in bleed necessarily require 
a trim allowance of 3 mm all around

2/3 page
portrait

1/2 page
portrait

•in type area: 90 x 244 mm
• in bleed: 102 x 297 mm 
in bleed necessarily require 
a trim allowance of 3 mm all around

•in type area: 184 x 122 mm
• in bleed: 210 x 142 mm 
in  bleed necessarily require 
a trim allowance of 3 mm all around

1/2 page  
landscape

Junior-Page

•in type area: 120 x 180 mm
• in bleed: 134 x 200 mm 
in bleed necessarily require 
a trim allowance of 3 mm all around

•in type area: 90 x 122 mm
• in bleed: 102 x 142 mm 
in bleed necessarily require 
a trim allowance of 3 mm all around

 
1/4 page  
2 column

•in type area: 184 x 60 mm
• in bleed: 210 x 80 mm 
in bleed necessarily require 
a trim allowance of 3 mm all around

1/4 page 
landscape

•in type area: 184 x 29 mm
• in bleed: 210 x 50 mm 
in bleed necessarily require 
a trim allowance of 3 mm all around

1/8 page 
landscape

•in type area: 184 x 244 mm 
• in bleed: 210 x 297 mm 
in bleed necessarily require 
a trim allowance of 3 mm all around

1/1 page
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•in type area: 58 x 244 mm
• in bleed: 70 x 297 mm 
in bleed necessarily require 
a trim allowance of 3 mm all around

1/3 page 
portrait

•in type area: 184 x 80 mm
• in bleed: 210 x 100 mm 
in bleed necessarily require 
a trim allowance of 3 mm all around

1/3 page 
landscape

•in type area: 90 x 60 mm

1/8 page 
2 column

•in type area: 90 x 29 mm

1/16 page 
2 column

Fachinformationen mit Reichweite

+++

Stein-Verlag Baden-Baden GmbH  
Josef-Herrmann-Straße 1–3  |  D-76473 Iffezheim  |  Tel.: +49 7229 606-0 

info@stein-verlagGmbH.de  |  www.stein-verlagGmbH.de

+  Erhalten Sie wöchentlich für die Branche  
wichtige Ad-hoc-Meldungen und Nachrichten!  
Der „STV-News-Channel“ informiert Sie im  
Stile eines Nachrichtenkanals kurz und knapp, 
schnell und kompetent über Aktuelles aus  
der mineralischen Baustoff-, Asphalt- und  
Recycling-Industrie.

+  Außerdem werden Sie mit unseren  
etablierten Fachzeitschriften  
GP GesteinsPerspektiven, recycling aktiv  
und asphalt – wie gewohnt – kompetent  
und umfassend informiert.  
Diese sind auch in unserem Zeitschriften- 
Web-Kiosk als E-Paper verfügbar.

-News-Channel +++

QR-Code  
abscannen  
und für den  
STV-News- 
Channel  
anmelden!

JETZT  

ANMELDEN!

anmeldung.nc.

stein-verlaggmbh.de

Example for Safety Distance and Bleed Allow

(*) IMPORTANT
•  For bleed ads, add a 3 mm bleed all around.
•  Extend photos and color areas into the bleed.
•  For bleed ads, please allow a 5 mm safety distance from 

the edge for print production. This means no text, QR 
codes, or important information should be placed within 
this area. (Highlighted in yellow for understanding.)
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Schlagzertrümmerungswert von SZ 15,2 (LA 13), verleiht der Fahrbahn 

im Ambergtunnel eine dauerhaft hohe Griffigkeit.

Aufhellung im Tunnel schafft  Sicherheit

Im Tunnel gibt es keine natürlichen Abwitterungs- und Reinigungspro-

zesse. Darum war bei dem Projekt ein helles Gestein gefordert. Der ver-

wendete Quarzit ist ohne chemische Aufheller oder Pigmentierung von 

Natur aus sehr hell und eignet sich daher ideal in der Kombination mit 

Grauwacke für die Oberflächenbehandlung mit Reaktionsharz. Mit seiner 

mittleren Leuchtdichte von q0  =  0,113  cd/m2  lx liegt der verwendete 

GRAUZIT zudem weit über den für Tunnelaufhellungen geforderten 

0,09  cd/m2  lx der Helligkeitsklasse A. Das helle Gestein wirkt sich  

mehrfach positiv aus: Die Helligkeit steigert das subjektive Sicherheits-

gefühl der Verkehrsteilnehmenden. Außerdem sinkt durch die Reflexi-

onseigenschaften der Energieaufwand für die Beleuchtung um bis zu 

30 % im Vergleich zu dunklen Fahrbahndecken. So konnte auch im 

Ambergtunnel die Beleuchtung im Zuge der Sanierung sparsamer 

dimensioniert werden.

Mineralstoff aus Deutschland

Die Mineralstoffe für den GRAUZIT werden in Deutschland gewonnen 

und hochwertig abgesiebt. „Im Vergleich zu anderen Lösungen, bei 

denen die Materialien zum Teil aus Asien angeliefert werden müssen, ist 

der Transportaufwand und damit der CO2-Fußabdruck deutlich gerin-

ger“, ergänzt Maurice Feiden, Vertriebsleiter der Schnorpfeil Baustoff 

GmbH, zum Thema Ressourcenschonung.

Der Auftrag der Oberflächenbeschichtung erfolgte im Mai 2021 in zwei 

Abschnitten. Im Vorfeld wurden die Markierungen entfernt und die Fahr-

bahndecke kugelgestrahlt. Damit wurde eine optimale Grundlage für die 

Aufnahme des Harzes hergestellt. Wichtig für die Qualität der Beschich-

tung ist auch der gleichmäßige Harzauftrag. Dazu nutzt griproad eine 

Anlage, die das Harz automatisiert drucklos, aerosolfrei und oszillierend 

mit einem „Fließpinsel“ auf die Unterlage gießt. Über den Vorschub und 

die Förderleistung der Pumpen wird die Auftragsmenge pro m² vorgege-

ben. Sie variiert abhängig von der Rautiefe der Unterlage und dem Größt-

korn der Gesteinskörnung üblicherweise zwischen 1.200 und 1.600 g/m².

Mit einem Walzensplittstreuer wurde dann der GRAUZIT in einer Kör-

nung von 2–3  mm in den frischen Reaktionsharzfilm eingestreut. Die 

Gesteinskörnung sinkt in den Harzfilm und wird im Anschluss mit einer 

leichten Gummiradwalze angedrückt. Nach ca. 2–4 Stunden ist das Reak-

tionsharz so weit ausgehärtet, dass die überschüssige, nicht gebundene 

Gesteinskörnung aufgenommen werden kann.

Das Projekt auf der österreichischen A14 hat gezeigt, dass mit dieser 

Bauweise schnell und mit sehr wenig Verkehrsbehinderung saniert wer-

den kann. Dazu tragen auch die kurzen Rüstzeiten und der Antransport 

ohne Tieflader bei. Grundsätzlich sind Tagesleistungen von 12.000 m² 

möglich, im Tunnel sind ca. 6.000–8.000 m² pro Tag realistisch.

Qualität bestätigt

Zwei Wochen nach Abschluss der Arbeiten bestätigte die Eigenüberwa-

chung mit dem SRT-Pendel die Qualität: Es wurden im Mittel 84 SRT-Ein-

heiten erreicht, gefordert waren mindestens 65. „Wir sind ausgesprochen 

zufrieden mit dem Ergebnis und schätzen, dass diese Strecke für die 

nächsten 10–15 Jahre diese hohe Griffigkeit beibehält“, sind sich Maurice 

Feiden und René Ring einig.

Kontakt: www.schnorpfeil.com und www.griproad.de

Im Ambergtunnel wurde der WhisperGrip hergestellt aus einem Reaktionsharz 

und dem hellen Grauzit.

Aufbereitung der zweiten Fahrspur, nachdem die erste Spur beschichtet und 

markiert wurde. (Quelle: Schnorpfeil)

Heinz Schnorpfeil Baustoff GmbH & Co. KG

Maurice Feiden

Kastellauner Str. 51

56253 Treis-Karden

Tel: +49 2672 69-872

maurice.feiden@schnorpfeil.com

griproad GmbH

Dipl.-Wirtsch.-Ing. René Ring

Wikingerstraße 85

51107 Köln

Tel: +49 221 290 207 75

rene.ring@griproad.de
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Sripath  

Eine Asphaltgranulat- 
Verjüngungstechnologie
Sripath Technologies entwickelt, produziert und vermarktet Additive wie Verjüngungsmittel, Öle und Polymere, um die Leistung von Bitumen für Straßenbau- und Dachanwendungen zu verbessern.  Das entwickelte Ad-ditiv-Portfolio von Sripath wurde von Experten aus Wissenschaft, Industrie und Transportunternehmen aus der ganzen Welt getestet, bewertet und überprüft.  Diese Produkte werden weltweit zum Bau von Asphaltstraßen verwendet.  

B itumenexperten von Sripath identifizier-
ten 2011 ein zentrales Problem der Stra-

ßenbauindustrie und machten sich daran, eine 
tragfähige Lösung zu entwickeln. Durch die 
Einwirkung von Sonnenlicht, Feuchtigkeit und 

Temperatur auf die Fahrbahn oxidiert das Bitu-
men im Asphaltmischgut und verliert seine 
Bindungseigenschaften. Die Fahrbahn ver-
schlechtert sich mit der Zeit: Ausbrüche, Risse 
und Ermüdungsbrüche sind die Folge. Wenn 

beschädigte Straßen repariert werden, fällt 
Asphaltgranulat an – weltweit jährlich über 750 
Mio. t. Im Durchschnitt wird global nur ein klei-
ner Bruchteil, weniger als 20 %, davon recycelt 
oder wiederverwendet, der Rest landet auf 
Deponien. Unser Motto ist es dieses Granulat 
nicht nur wieder zu verwenden, sondern auf-
zuwerten. 

Sripath hat einen Rejuvenator entwickelt, 
um das gealterte Bitumen im Asphaltgranulat 
zu aktivieren und die Funktionalität des Binde-
mittels in Balance zu bringen und effektiv wie-
derherzustellen. Dieses Verjüngungsmittel, 
Relixer genannt, wird seit 2015 von Sripath 

Relixer ist der einzige Rejuvenator, 
der von der Illinois State Toll Highway 

Authority für den kommerziellen 
Gebrauch zugelassen ist.

(Quelle: Sripath)
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Reprints

Utilize editorial coverage for your marketing

Reprints of editorial articles remain a popular and effec-
tive way to showcase expertise, even in the age of elect-
ronic media – whether as handouts at trade fairs, events, 
and in the workplace, or as customer information in  
a mailing.

Your advantages:

•  Reprint of editorial coverage
•  Custom design by our graphics team
•  Printed on high-quality paper

Print run  
in 4c

Page number

up to 2 up to 4 up to 6 up to 8 up to 12

200 € 303,00 € 370,00 € 564,00 € 584,00 € 700,00

500 324,00 € € 466,00 € 630,00 € 651,00 € 781,00

1 .000 360,00 € € 534,00 € 816,00 € 881,00 € 936,00

2 .000 421,00 € € 595,00 € 945,00 € 1009,00 € 1.090,00

3 .000 478,00 € € 650,00 € 1.074,00 € 1.159,00 € 1.245,00
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Dauerhaft sicher und hell:

Oberflächenbeschichtung im Ambergtunnel

Mehr Sicherheit bei weniger Energiekosten – diese Ziele verfolgte die Asfinag bei der Sanierung der Fahr-

bahndecke im 3,1 km langen Ambergtunnel in Richtung Innsbruck auf der A14 in Vorarlberg (Österreich). 

Unter anderem sollte die Fahrbahnoberfläche dauerhaft wieder die nötige Griffigkeit erhalten. Die Wahl 

fiel auf WhisperGrip, eine Oberflächenbeschichtung mit Reaktionsharz, die auf Asphalt- und Betonbelä-

gen funktioniert. Eingestreut wurde GRAUZIT, ein dauerhaft polierresistenter und zugleich heller Splitt.

WhisperGrip ist eine Oberflächen-Reaktionsharz-Beschichtung der 

griproad GmbH. „Wir verwenden für unsere Beschichtung nur 

Gesteinskörnungen, die ihre Griffigkeit für lange Zeit erhalten. Weil Gra-

nite aufgrund der geringeren Polierresistenz oft nicht gewünscht werden, 

setzen wir vor allem auf Grauwacke. Sie hat gleich zwei Vorteile: Ihre Polier-

resistenz (PSV) liegt mit 62 sehr hoch, und sie kann problemlos mit einem 

helleren Gestein gemischt werden“, erläutert René Ring, Geschäftsführer 

der Kölner griproad GmbH, die gemeinsam mit dem Systempartner 

MC-Bauchemie den WhisperGrip vor über 30 Jahren entwickelt hat.

GRAUZIT – langfristig griffig

Mit dem GRAUZIT der Heinz Schnorpfeil Baustoff GmbH & Co. KG hatte 

der Griffigkeits-Spezialist das passende Gestein gefunden. Dieser Bau-

stoff in der Körnung 2/3 besteht aus Grauwacke und einem äußerst 

polierresistenen, hellen Quarzit. Bei dem verwendeten Mischungsver-

hältnis von 1:1 weist der GRAUZIT einen mittleren PSV von über 58 auf. 

Diese Eigenschaft, kombiniert mit dem kubischen Bruchbild und dem 

Der von griproad entwickelte Fließpinsel verteilt das Harz gleichmäßig auf der Fahrbahn. Anschließend schieben die Mitarbeiter das Material manuell  

bis an die Ränder, die zuvor abgeklebt werden.

Die Brandlast, die mit 

WhisperGrip und GRAUZIT 

in den Tunnel eingebracht 

wird, ist etwa 7-9 mal 

geringer als bei einer ver-

gleichbaren Deckschicht 

aus SMA oder Gussasphalt.

45Technik

vermarktet. Relixer ist ein speziell formuliertes 
Elixier aus umweltfreundlichen biobasierten 
Ölen und erzeugt keine flüchtigen organischen 
Verbindungen. Im Sinne der COP26 senkt Reli-
xer die Treibhausgasemissionen sowie den 
CO2-Fußabdruck. 

Relixer ermöglicht es, Asphaltmischgut mit 
weitaus höherem Ausbauasphaltanteil zu ver-
sehen, wodurch die Menge an Neubitumen 
und frischen Aggregaten reduziert und somit 
eine Verminderung der Gesamtkosten erreicht 
werden kann. Gleichzeitig bietet es eine her-
vorragende Fahrbahnleistung und erhöht 
deren Lebensdauer. Relixer ist benutzerfreund-
lich und bei niedrigen Dosierungen hocheffizi-
ent. Es lässt sich leicht in die Asphaltmischan-
lage einsetzen, ist ungefährlich und sicher bei 
Transport, Lagerung und Handhabung.

Relixer wird seit über sechs Jahren in Nord-
amerika und über drei Jahren in Asien kommer-
ziell für Asphaltmischgut mit hohem Recycling-
anteil verwendet. In Südamerika, Australien 
und Europa laufen derzeit Versuche. Die Ergeb-
nisse sprechen für die Wirksamkeit und den 
Nutzen von Relixer. Die Zwischenergebnisse 
der Uni Bochum sowie der EMPA in der Schweiz 
sind vielversprechend. Nachdem Prof. Martin 
Radenberg und Dr. Martins Zaumanis die Wirk-
samkeit von Relixer nachweisen konnten, folg-
ten Feldversuche, die teils schon ausgeführt 
sind.

Praxisbeispiele

Relixer ist der einzige Rejuvenator, der von der 
Illinois State Toll Highway Authority („Illinois 
Tollway“) für den kommerziellen Gebrauch 
zugelassen ist. Der Illinois Tollway ist ein 475 km 
langes Netz von sechs mautpflichtigen Auto-
bahnen im US-Bundesstaat Illinois. Das Netz 
besteht aus 6- bis 12-spurigen Autobahnen, die 
einem hohen Verkehrsaufkommen und extre-
men Wetterbedingungen ausgesetzt sind. Illi-
nois erlebt durchschnittliche Wintertempera-
turen von -12 °C, durchschnittliche Sommer-
temperaturen von 30 °C, Schneefall von 350 bis 
975 mm und Niederschlag von 800 bis 1200 
mm jährlich.

Im Rahmen des Zulassungsverfahrens 
arbeitete Sripath Technologies mit der Univer-
sity of Wisconsin, S.T.A.T.E. Testing der Plote 
Construction und der Illinois-Tollway-Behörde 
zusammen. Nahezu 5000 t Asphaltmischgut 
mit einem RC-Anteil von 40 % wurden produ-
ziert, um achtspurige Fahrbahnen für Asphalt-
deck- und -tragschichten auf den US-Intersta-
tes I-88 und I-294 sowie einigen Privatstraßen 
in der Umgebung zu verlegen. Relixer-Zugaben 

von 2,0 % und 3,6 % des Gesamtbitumenge-
halts wurden bewertet. Der Rejuvenator 
ermöglichte eine effiziente  Durchdringung der 
RC-Partikel und bewirkt die Verjüngung des 
gealterten Bitumens. Der Auftragnehmer war 
in der Lage, die Gesamtkosten für die Mischung 
zu senken, da er benötigte Menge an Frischbi-
tumen reduzieren konnte.  Gleichzeitig erfüllte 
das Asphaltmischgut alle Spezifikationen und 
Ziele, die von den Illinois Tollway Authorities 
festgelegt wurden.

Als weiteres Beispiel wurde Relixer bei 
einem hochkarätigen Projekt in New York City 
eingesetzt. Ein Straßenabschnitt mit sehr 
hohem Verkehrsaufkommen, Stop-and-Go-
Verkehr und extremen Wetterbedingungen 
wurde vor etwa vier Jahren asphaltiert.  Relixer 
wurde verwendet, um die Zugabe von frischem 
Bindemittel und Aggregat zu vermeiden. Dabei 
wurde der Rejuvenator mit 0,55 Gew.-% der 
Mischung direkt auf Asphaltgranulat dosiert. 
Die asphaltierte Straße erfüllte alle Vorgaben 
der örtlichen Verkehrsbehörden. 

Das Additiv wurde speziell entwickelt, um 
Vergleich zu petrochemischen und anderen 
Verjüngungsmitteln herausragende Eigen-
schaften zu erzielen. Korrekt aktivierte 
Mischungen weisen selbst nach längerer Alte-
rung Eigenschaften auf, die wie Mischungen 
mit geringem oder ohne RC-Anteil gleichwertig 

sind. Es lässt sich einfach in bestehende Anla-
genabläufe einbinden. Die dünnflüssige 
Mischung biobasierter Öle kann einfach aus 
einem Behälter oder einem Großtank in den 
Bitumentank, den Mischer oder direkt auf den 
Ausbauasphalt auf dem Förderband gepumpt 
werden. Es ist sicher in der Handhabung und 
bei Misch-, Gebrauchs- und Lagertemperaturen 
stabil. Des weiteren kann Relixer auch zur Her-
stellung von Hot-Patch- und Cold-Patch-Mi-
schungen für die Reparatur von Schlaglöchern 
in der Nebensaison verwendet werden. Der 
Rejuvenator ist auch dafür geeignet, auch in 
kleinen Mengen zugesetzt zu werden, um 
Verjüngungs emulsionen für Reparatur- und 
Wartungsanwendungen wie Deckschichtver-
siegelung im Heißeinbau und Sprühabdich-
tung herzustellen.  

Kontakt: www.sripath.com

Relixer wird seit über sechs Jahren in Nordamerika und über drei Jahren in Asien kommerziell für Asphalt-mischgut mit hohem Recyclinganteil verwendet. (Quelle: Sripath)
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The Digital Offerings  
of Stein-Verlag

Reach your industry’s target audience online

� Banner advertising in various formats

� Advertorials

� Newsletter advertising

� Videos – produced by you

� Distribution via social media, among others
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Banner in News-Channel Size Price per mailing

➊ Premium placement 
(over the „News of the Week“) 

600 x 150 px € 352,00

➋ Plus placement  
(after the „News of the Week“) 

600 x 150 px € 308,00

➌ Basic placement  
(above the „Recycling News“)

600 x 150 px € 270,00

Styled as a news channel, the latest  industry news is covered weekly.  
Support the STV News Channel through your banner advertising and innovative 
machine and service presentations.

 
Picture formats: .png, .jpg, .gif

1. STV-News-Channel

➂

➁

➀

Good to know:

Recipients: ∅ 3.611 | Delivery rate: ∅ 99,8 % | Open rate: ∅ 21,3 %
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➂
➁➀

Our readers are increasingly using the option 
to retrieve trade journals electronically. 
Take  advantage of the opportunity to attract 
new attention with new forms of advertising 
(e.g.  videos, links to landing pages).

Linking options Price per issue

➊ Ad linked to the report € 248,00

➋ Ad linked to homepage or product page € 308,00

➌ Embedded video € 424,00

2. E-Paper

und
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Banner sizes Price per month

➊ Superbanner (1200 x 120 px) € 1.078,00

➋ Skyscraper Fullsize (200 x 600 px)     € 957,00

➌ Fullsize Banner (980 x 120 px)     € 775,00

➍ Skyscraper Halfsize (200 x 400 px)     € 490,00

All current titles are available in our innovative online magazine newss-
tand. The newsstand also has a comprehensive archive with various 
search functions, also for all our trade journals.  Advertising here with 
an online banner guarantees reaching several target groups.

Picture formats: .png, .jpg, .mp4

3. Online Magazines Newsstand

➂

➀

➁

➃Web Traffic Analysis
(Current status at the time of printing)

Edition 01/2024 4.791

Edition 02/2024 2.069

Edition 03/2024 2.639

Edition 04/2024 1.795

Edition 05/2024 1.519

Edition 06/2024 1.363
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Option Price per week

Teaser about the report + link to the e-paper € 248,00

4. LinkedIn, Facebook, Instagram

We post the most important news for the  
industry on a weekly basis. A news item will 
report on the technical data of a machine.  
This could be yours!

Further details and information on request.
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1.  In case of doubt, advertising orders must be 
placed within one year of conclusion of the 
contract.

2.  The order is based on the conditions of the 
respectively valid advertising price list and 
the “General Terms and Conditions“.

3.  The discounts specified in the advertising 
price list are only granted for ads published 
within one year. The period begins with the 
publication of the first ad, unless another 
starting date is agreed upon when the con-
tract is concluded.

4.  If ads are purchased within the one-year pe-
riod, the advertiser is entitled to a discount if 
he has completed an order at the beginning 
of the period which entitles him to a discount 
from the outset on the basis of the price list.

5.  No guarantee is given for the inclusion of ads 
in specific numbers, specific issues or at spe-
cific places in the magazine, unless the client 
has expressly made the validity of the order 
dependent on it.

6.  The exclusion of competitors can only be ag-
reed in the case of two opposite pages.

7.  The order for an ad or insert shall only be re-
jected on the basis of uniform principles due 
to content, origin or technical form. The client 
will be notified of the rejection.

8.  The publisher guarantees the perfect printed 
reproduction of the ad. Unsuitable or dama-
ged artwork will be returned to the client 
immediately. If the ad is printed illegibly, in-
correctly or incompletely in whole or in part, 
the client shall be entitled to a price reduc-
tion or a claim for compensation unless the 

purpose of the advertisement is negligibly 
impaired by the defects or incorrectly printed 
code numbers only have a negligible effect 
on the purpose of the ad.

9.  Proofs are only supplied upon express re-
quest. The client is responsible for the cor-
rectness of the returned proofs. If the client 
does not return the proof sent to him in due 
time, approval for printing shall be deemed 
to have been granted.

10.  If a special size is not specified, the actual 
print height shall be used as the basis to cal-
culate the price.

11.  The invoice must be paid within the deadline 
indicated on the price list, unless a shorter 
payment period or advance payment has 
been agreed in specific cases.

12.  In the event of late payment or deferment of 
payment, customary default interest as well 
as any collection costs incurred shall be char-
ged; the publisher can postpone executing 
the order until payment has been made. No 
discount shall be granted in the case of bank-
ruptcies and compulsory settlements.

13.  The publisher shall provide a specimen copy 
immediately after publication of the ad.

14.  If an order is not fulfilled due to circumstan-
ces beyond the control of the publisher, the 
client shall, without prejudice to any further 
legal obligations, reimburse the publisher for 
the difference between the discount granted 
and the discount corresponding to the actu-
al due amount.

15.  A right of withdrawal shall only be deemed 
to have been agreed if it has been fixed and 

confirmed in the advertisement order and is 
exercised in due time. (No later than 14 ca-
lendar days before the respective advertise-
ment deadline at the publisher.)

16.   German law shall apply to the confirmed 
advertisement order.

Additional conditions
a)  The client must ensure that the advertising 

texts and/or digital data are delivered on time.
b)  The publisher accepts no liability for the cor-

rectness of the reproduction if the ad is placed 
by phone or if changes are made to the ad in 
this way.

c)  Any faults that may occur in artwork, damaged 
data, if not immediately recognisable, shall 
exclude claims against the publisher.

d)  Complaints of any kind must be made within 
30 days after publication of the ad or after 
receipt of the invoice.

Payment terms
Payment term: 14 days strictly net
online: at once

General Terms and Conditions
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Data Printing process:

Magazine format: 
210 x 297 mm (Width x Height)

Type area: 
184 x 244 mm (Width x Height)

Offset printing: 
70 screen, printed with colours from the Euro  
colour scale for offset printing

Colour mode for ads/delivered data: 
CMYK (Euroscale), output profile PSO Coated v3/
FOGRA 51, RGB or special colours may not be 
used!

Artwork: 
Only digital data in PDF/x 3-2002 format or  
higher, TIFF, JPG, EPS from InDesign, Quark-
XPress, Illustrator, Photoshop or Freehand. Mini-
mum resolution for colour and grayscale images 
300 dpi, line drawings 1,200 dpi. Fonts must be 
embedded or converted to paths.

If artwork is delivered as open files and files 
from CorelDraw, PowerPoint, Publisher, Excel or 
Word etc ., the quality can not be guaranteed .

Proof/press proof: 
For the printing of colour ads, please supply a 
corresponding and true colour-matched proof or 
pressproof in 1:1 scale.
The publisher accepts no liability for colour  
deviations and text positions in ad images and 
logos if files have not been saved in the above 
manner and true colour-matched proofs have 
not been supplied.

Data archiving:
Data is archived for 1 year, so unchanged repe-
titions are usually possible. However, a data gua-
rantee is not given.

Re-setting: 
Any typesetting or correction work will be char-
ged at cost price. 

Transmission of ad data: 
Fatima Yassine
Stein-Verlag Baden-Baden GmbH
Josef-Herrmann-Straße 1–3
76473 Iffezheim
Fon +49 7229 606-27
fatima.yassine@stein-verlagGmbH.de

Guarantee: 
The client is responsible to supply the ads/art-
work punctually and without any faults. If the 
client does not supply faultless artwork, the pu-
blisher will print the ad in the quality that the art-
work allows.

Contact person
Main Editorial Office

Bernd Hinrichs
B_I MEDIEN GmbH
Faluner Weg 33
24109 Kiel
Fon +49 431 53592 50
hinrichs@asphalt.de
www.asphalt.de

Ad Sales

Grimm Kommunikation 
Susanne Grimm-Fasching 
Hauptstraße 5,  
87659 Hopferau
Fon +49 8364 986079 
Mobile +49 162 9094328 
susanne.grimm@ 
stein-verlagGmbH.de

Advertising Coordination

Fatima Yassine 
Stein-Verlag Baden-Baden GmbH 
Josef-Herrmann-Straße 1–3 
76473 Iffezheim 
Fon +49 7229 60627 
fatima.yassine@ 
stein-verlagGmbH.de
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